W Hanwei Group
Rapid Screen Breathalyzer EAST

AT7200 Fuel Cell Fast Screening
FEATURES

« Both fuel cell and semiconductor sensor-accurate and fast

« Both accurate and rapid pump suction test method

e 3.7V/5000 mAh Lithium battery

- Traffic baton with white and red indication

- Switchable result units(mg/l, g/l, %BAC, %:BAC)and temperature
scale(°C, °F)

« Anti-backflow mouthpiece for health and safety

APPLICATION

Police station, traffic management, factory, workshop, office, car, hotel,
mine, etc.
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SPECIFICATIONS
Sensor Type Fuel cell and semi-conductor Power 3.7 V /5000 mAh Lithium battery
T 8:(2):22298//'\0; 0.5%, BAC Working Environment 0°C - 50°C, <95% RH, No dews
0-0.5g/I; 0-500mg/100ml Working Time >2000 blowing times (full charge)
Accuracy +0.01 at 0.05%BAC Charging Time 6 hours
Pre-set Level 0.05%BAC; 0.50%.:BAC; 0.25mg/L; 0.50g/L Dimensions 293mm*41.3mm*40.7mm @300g
Warm-up Time <15 seconds Records 20,000
Testing Time <5 Sec Option Bluetooth printer
Display 1.44-inch LCD
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